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SEE POLE BASE DETAIL

TYPE II-PC JUNCTION
BOX REQUIRED AT EACH
POLE LOCATION. SEE
STD DWG AT 7 FOR
JUNCTION BOX DETAILS

x///ffSIGNAL POLE

MOLDED FUSE HOLDERS
FOR STREET LIGHTING

NOTES:

1.

STATE FURNISHED ITEMS
ITEM CONTENTS 2.
2" DIA. x 66" ANCHOR BOLT | \\cior BOLT, WASHERS. AND NUTS.
WITH HARDWARE

GROUND LUG FDR NO. 6
BARE COPPER GROUND WIRE

PROVIDE LONGER REBAR CAGE
IF TOP OF FOUNDATION IS
ABOVE FINISHED GRADE

CONSTRUCT TOP OF FOUNDATION FLUSH

WITH GRADE PREFERRED.
MAXIMUM HEIGHT
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CONNECT ALL CONDUIT H !
FROM POLE FOUNDATION 4-4! H 2N o
TO JUNCTION BOX e 127\ §
PACTING 3,
A.S./ <

SEE SECTION A-A #8

3u§
COVE

~
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36" DIA.

POLE FOUNDATION

OR TO 18"
IF NEEDED

FINISHED GRADE

——LARGE SWEEP RADIUS

CONDUIT BEND

" "
8" + 34

TOP OF CONCRETE
FDUNDATIDN\\\

PROVIDE 17'-6" MINIMUM CLEARANCE FROM BQOTTOM OF
SIGNAL HEAD ASSEMBLY TO THE FINISHED ROADWAY
SURFACE.

CAST ALL FOUNDATIONS IN PLACE AGAINST UNDISTURBED
EARTH WITH 12’ OF ITS LENGTH BELOW FINISH GRADE.
DO NOT WELD REINFORCING STEEL.

USE A CIRCULAR FORM FOR THE TOP 18" OF FOUNDATION
EMBEDMENT.

INSTALL BOLTS SQUARE WITH ROADWAY OR AT ANGLE
SPECIFIED ON PLAN SHEETS.
PLACE ALL CONDUIT IN SAME TRENCH WHERE POSSIBLE.

USE EPOXY COATED REBARS AND CLASS AA(AE)
FOR FOUNDATION.

CONCRETE

USE STATE FURNISHED ANCHOR BOLTS. DO NOT WELD
ANCHOR BOLT TO THE REINFORCING STEEL.

CAP CONDUIT ON BOTH ENDS PRICR TO FOUNDATION POUR.

CONNECT ALL CONDUIT FROM
POLE TO JUNCTION BOX.

END CONDUIT 6" ABOVE
TOP OF FOUNDATION

BASE PLATE

INSTALL DRY PACK GROUT
UNDER BASE PLATE

WEEP HOLE IN GROUT REQ'D
USING 34" PVC TUBING

SEE NOTE 2

(3) 2” PVC CONDUIT

ANCHOR BOLTS

POLE BASE DETAIL

23" DIA. BOLT CIRCLE.,
SEE STD DWG SL 1A FOR
BASE PLATE DETAIL.

SECTION A-A

HEAVY HEX LEVELING NUT
WITH STANDARD WASHER

TOP 12" OF BOLT
GALVANIZED

66//

STANDARD WASHERS
2" DIA.

R —

6"

2—INCH ANCHOR BOLT ASSEMBLY

(4 REQUIRED PER SIGNAL POLE)

\\\AfHEAVY HEX NUTS WITH

ANCHOR BOLT

-
REVISIONS

ENTIRE DRAWING MODIFIED.

REMARKS
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